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FEATURES

Chamber vacuum seal liquids and fragile foods

Pair with Wolf ovens or steamer module for easy meal prep

Stainless, black glass, or custom panel options in 609.6 mm
or 762 mm widths

Seal wine and other rigid containers with included accessory

Rigorously tested in our U.S. manufacturing facilities for
decades of use

ACCESSORIES

609.6 mm Black Glass Front Panel

609.6 mm Stainless Front Panel

762 mm Black Glass Front Panel

762 mm Stainless Front Panel

Integrated Front Panel

Large Bags - 241.3 mm x 346.08 mm

Small Bags - 184.15 mm x 276.23 mm

Wine Stoppers

Accessories available through an authorized dealer.
For local dealer information, visit subzero-wolf.com/locator.

FRONT PANEL OPTIONS

Specifications are subject to change without notice. This information was generated on September 17, 2018. Verify specifications prior to finalizing your cabinetry/enclosures.
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PRODUCT SPECIFICATIONS

Model ICBVS24

Capacity 0.25 cu. ft.

Electrical Supply 3-prong grounding-type

Electrical Service 10 amp dedicated circuit

Power Cord Length 3 Feet

Receptacle 3-prong grounding-type

ELECTRICAL

NOTE: Dimensions in parenthesis are in millimeters unless otherwise
specified

DIMENSIONS

FLUSH INSTALLATION

Specifications are subject to change without notice. This information was generated on September 17, 2018. Verify specifications prior to finalizing your cabinetry/enclosures.


